## Steam Coils

### Dimensions in Inches

| Item            | Qty | Rows | FPI | SP1 | FH | SP2 | CH | EP1 | FL | EP2 | CL | MAX | C | OAL | L | CD | S | E | R | F |
|-----------------|-----|------|-----|-----|----|-----|----|-----|----|-----|----|-----|---|-----|---|---|--|--|--|
| P.O. #          |     |      |     |     |    |     |    |     |    |     |    |     |   |     |   |   |   |   |   |
| W.O. #          |     |      |     |     |    |     |    |     |    |     |    |     |   |     |   |   |   |   |   |
| Approved By     |     |      |     |     |    |     |    |     |    |     |    |     |   |     |   |   |   |   |   |
| Date            |     |      |     |     |    |     |    |     |    |     |    |     |   |     |   |   |   |   |   |
| Performance Data| CFM | EDB  | LDB | Capacity | Steam Pressure (psig) |

### Supply and Return Connections

- **Connection Sizes**
  - MPT
  - SWEAT
  - FPT

### Other Details

- **Material**
  - Copper
  - Aluminum

- **Casing**
  - 16 GA. GALV. STEEL
  - 16 GA. STAINLESS STEEL

- **Headers**
  - Copper Only
  - Size: 5/8, 7/8, 1 1/8, 1 3/8, 1 5/8, 2 1/8

- **Tubes**
  - OD & Wall Thickness
    - Copper Only: .020, .025, .035, .049
    - Aluminum: .016, .006, .010

- **Fins**
  - Material & Thickness
    - Copper: .016, .025
    - Aluminum: .016, .006

- **Connection Sizes**
  - MPT
  - SWEAT
  - FPT