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JOINT
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. HEAD DETAIL

SEALANT AND BACKER ROD,
BY OTHERS

<&

Stationary Louver | Drainable Blade | Extruded Aluminum

0.08 [2mm] EXTRUDED

ALUMINUM HEAD

SECTION HEIGHT ———————————=¢

OPENING HEIGHT
ACTUAL HEIGHT

( : )STACK DETAIL

36" [914mm] LONG EXTRUDED
ALUM. SPLICE ANGLE, IF REQ'D

0.08 [2mm] EXTRUDED ALUM.

BLADE SUPPORT BRACKET,
IF REQ'D

[~—5/16" X 1" HH ZP CS & NUT

{=—————————— SECTION HEIGHT

AN

i

0.08 [2mm] EXTRUDED

=2

ALUMINUM BLADE
11/2° X 1 1/2" x 1/8"

{=— [3mm] EXTRUDED ALUMINUM

SUPPORT ANGLE, IF REQ'D
0.08 [2mm] ALUMINUM CLOSURE

PLATE (VARIES W/LOUVER HEIGHT)

0.08 [2mm] EXTRUDED

ALUMINUM SILL

ﬂ 0.06 [2mm]
ALUMINUM SILL PAN, STANDARD

-

PERIMETER
JOINT

0.06 [2MM]
ALUMINUM SILL PAN, /
STANDARD

0.08 [2mm]
EXTRUDED
ALUMINUM JAMB

SEALANT

BACKER ROD,
BY OTHERS

PERIMETER __|
JOINT

N;NONCOMF‘RESS\ELE DEAD LOAD SHIM, SEALANT
AND BACKER ROD, BY OTHERS.

PROVIDE INTERMITTENT WEEPS IF NEEDED.

. SILL DETAIL

PERIMETER

f-—

JOINT

( >HEAD DETAIL
SEALANT AND BACKER ROD,

BY OTHERS

0.06 [2mm] ALUM ENDCAPS W/FOAM,
AT MULLIONS ONLY, BY LOUVER MANUFACTURER
|

OPENING HEIGHT

ACTUAL HEIGHT
SECTION HEIGHT

AN

>

0.08 [2mm] EXTRUDED

ALUMINUM HEAD

i

0.08 [2mm] EXTRUDED
ALUMINUM BLADE

0.08 [2mm] EXTRUDED
ALUMINUM BLADE

SUPPORT BRACKET,
IF REQ'D

LINE OF HIDDEN MULLION

=603 [153mm)]

-

11/2" X 1 1/2" X 1/8"
{=— [3mm] EXTRUDED ALUMINUM
SUPPORT ANGLE, IF REQ'D

0.08 [2mm] ALUMINUM CLOSURE
PLATE (VARIES W/LOUVER HEIGHT)

0.08 [2mm] EXTRUDED
ALUMINUM SILL

B — ——“« 0.06 [2mm]

T ) ALUMINUM SILL PAN, STANDARD

—]

PERIMETER
JOINT

0.06 [2mm] ALUM ENDOAPS W/FOAM,
AT MULLIONS ONLY, BY LOUVER MANUFACTURER

NONCOMPRESSIBLE DEAD LOAD SHIM, SEALANT
AND BACKER ROD, BY OTHERS
PROVIDE INTERMITTENT WEEPS IF NEEDED.

. SILL DETAIL

" [
EXTRUDED ALUM\NUM SPLICE
ANGLE, IF REQ DX

914mm] LONG

AND

JAMB SEALS AT
HIDDEN MULLION,
BY LOUVER MANUF.

5/18” X 17
HH ZP CS
& NUT

0.
Al
M

08 [2mm] EXTRUDED
LUMINUM HIDDEN
ULLION JaMB

.063” [1.6mm] ALUM
ENDCAPS W/FOAM,
AT MULLIONS ONLY,
BY LOUVER MANUF.

11/2" X 1 1/27 )
X 1/8" [3mm] }
EXTRUDED ALUMINUM |
SUPPORT ANGLE |
|

I

|

0.08 [2mm]
EXTRUDED.
ALUMINUM BLADE
SUPPORT BRACKET

{=— SECTION WIDTH ——
0.13 [3mm]

f=—— ACTUAL WIDTH ——
f=—— OPENING WIDTH ——

( )JAMB DETAIL

0.25 [6mm] —=]

SECTION WIDTH

ACTUAL WIDTH
OPENING WIDTH

SECTION WIDTH

SECTION WIDTH

ACTUAL WIDTH

( : >MULUON DETAIL

OPENING WIDTH
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