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Combination Louver/Damper | Drainable Blade | Extruded Aluminum
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0.08 [2mm] EXTRUDED
ALUMINUM HEAD

OPERATOR LINKAGE AT CENTERLINE
OF ADJUSTABLE BLADES

CONTINUOUS INTEGRAL
BLADE HINGE

0.08 [2mm] EXTRUDED ALUMINUM
SUPPORT BRACKET, AS REQ'D

0.08 [2mm] EXTRUDED
ALUMINUM ADJUSTABLE BLADE

BLADE SEAL

rmz [105mm]
11/27 X 1 1/2 X 0.13 [3mm]
EXTRUDED ALUMINUM SUPPORT ANGLE,
WHEN WIDTH IS >96” [2438mm], OR
>1 ACTUATOR ALONG SECTION WIDTH

0.08 [2mm] EXTRUDED
ALUMINUM STATIONARY BLADE

SECTION HEIGHT

OPERATOR LINKAGE
CONNECTING ARM

0.08 [2mm] EXTRUDED

ALUMINUM SILL. e — — — — — — —
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| MINIMUM OF 7” [178mm] OF |
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| CLEARANCE BEHIND THE LOUVER. |
‘ | ACTUAL VALUE VARIES BY ACTUATOR |
TYPE. STANDARD ACTUATOR LOCATION
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o SEALING AND NONCOMPRESSIBLE | IS TOP CENTER OF EACH SECTION |
= DEAD LOAD SHIM, BY OTHERS AS VIEWED FROM INTERIOR.
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ACTUATOR NOTE 11/27 x 11/2" X 013 [3mm]
OPERATOR LINKAGE AT L ! EXTRUDED ALUMINUM SUPPORT
CENTERLINE OF ADJUSTABLE ANGLE
__ ADJUSTABLE BLADES BLADE 0.08 [2mm] EXTRUDED
ALUMINUM SUPPORT
/BLADE SEAL BLADE SEAL BRACKET
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SEALING BY

0.25 [6mm] —ef OTHERS

SECTION WIDTH
ACTUAL WIDTH

SECTION WIDTH —

JAMB DETAIL

OPENING WIDTH

LINKAGE DETAIL SUPPORT DETAIL MULLION DETAIL

SECTION WIDTHS >96” [2438mm],
OR >1 ACTUATOR ALONG SECTION WIDTH
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