Additional CAPS 4.47 Damper Info
New User Interface
· [bookmark: _Hlk97194800]A new, enhanced user interface has been implemented for QD/Stock dampers, accessories, and parts. Enhancements include:
· Automatic conversion from the obsoleted user interface to the new interface.
· Convenient Mark Info pop-up to update quantity, mark name, and tag name.

[bookmark: _Hlk170731331]Discontinued Models/Options
· Effective CAPS 4.47, files containing marks in the access door, automatic balancing, ceiling radiation, backdraft and remote balancing product families created with the “legacy models” user interface will no longer be available for order.  We recommend creating a new mark which will automatically be in the most current user interface.  
· In addition, CAPS 4.47 will be the last release to submit orders in the heavy duty/industrial control, rectangular isolation and round backdraft product families using the legacy platform.
· Models SSFSD-211, SSSMD-201, and SMD-302 are being discontinued and will no longer be available for selection. Existing CAPS files containing these models may be ordered for the duration of CAPS 4.47. No new marks are allowed. 
For any new selections please, see below for options:  
· SSFSD-211 (304SS): Select SEFSD-211 (316SS)
· SSSMD-201 (304SS): Select SESMD-201 (316SS)
· SMD-302M (Class II smoke damper): Select SMD-301M (Class I smoke damper)
· 304 SS frame material is no longer available for selection on VCD-34, VCD-34V, and VCD-42. If your application requires an insulated blade and SS frame, and budget and specification requirements allow, consider using Model ICD-44 (insulated blade, aluminum frame) as an alternate construction. Existing CAPS files containing these models will be prompted to review the frame material selection. 

New Models
· MBDR-CBL round cable operated balancing damper has been added to the stock products selection.  MBDR-CBL features a round manual balancing damper (MBDR-50) available in four sizes (6, 8, 10, and 12 inches) and comes equipped with a factory mounted cable operator and 3-foot cable.

New Options
· A new option called “Single Side Components” has been added to smoke and combination fire/smoke dampers! Selecting “Required” will force all externally mounted components such as actuators, closure devices, blade indicators, and test switches to be on the same side of the damper (left or right). When Single Side Components is set to “Required”, some dampers under 13 inches (330.2mm) high will have a higher list price when compared to dampers of the same size selected with “No Preference” due to the increase in materials and labor. This option is available for selection on the actuators tab and is displayed in the selection grid for quick reference. Click on the “help” button to access more information about this new option. 

[bookmark: _Hlk97196340]Enhancements and Improvements
· Blast and Tornado damper models (Models HBS-330, HBS-430, and HTOD-330) were consolidated to make selecting, specifying, and scheduling easier in the new CAPS interface in December 2024 CAPS release. Previously, separate models were used for the various pressure wave directions, and now a single model includes a drop-down selection for pressure and wave directions.
· Blast Dampers
· Model HBS-330 has 5.77 psi protection and HBS-430 has 15 psi protection. 
· Both models have “With Airflow” and “Opposite Airflow” Blast Direction options.
· For applications requiring dampers in both blast directions, separate marks are required for each orientation. 
· Tornado dampers
· Model HTOD-330 has up to 3 psi protection.
· Both models have “With Airflow” and “Opposite Airflow” Pressure Suction Direction options.
· For applications requiring dampers in both Pressure Directions, separate marks are required for each orientation. 
· Model series VCD control dampers, “Sideplate” option: Based on customer feedback; the damper location has been added to the grid when the “Sideplate” option is selected. This information will be displayed in the CAPS reports as well.  
· Siemens GJD Actuators: Actuator running time has been added to the Actuator Selector table for Siemens GJD series actuators. Actuator running times can be seen by clicking the three dots next to the actuator model in the grid. 
· Belimo FSAFB24-SR(-S) Actuators: Updated rules for modulating life-safety dampers and improved the availability of configurations where the Belimo FSAFB24-SR(-S) 24 V AC/DC modulating spring return actuators can be used.  
· Actuator selections for Heavy Duty/Industrial dampers: The selection of commercial style actuators (Belimo, Honeywell and Siemens) has been enhanced and consolidated based on market use and order history. Some of the major highlights are:
· Actuator models that appeared previously with and without auxiliary switches, will now be offered as the single model with switches (Belimo AFBUP-S remains, AFBUP removed).
· Actuator families such as the Belimo FSNF line (6 different models) will now be replaced by a single multi-voltage actuator model the NFBUP-S.  
· All Schneider actuators have been removed. 
· Please contact HDdampers@greenheck.com for requests that fall outside of CAPS selections. 
· The Equipment Schedule .CSV file export feature under CAPS reports has been restored. 
· The component location code drawings have been updated and are available to view in the documents section of the selection menu.  Click on the “Component Location Drawings” link to access this helpful document.
· Drive arrangement drawings: The drive arrangement drawings for dampers 4 sections wide or larger have been updated to match how the damper is built and now displays the ship sections. 
· The following drawings were updated:
· Model HBS (blast damper)
· Model HCDR-351 (round Industrial control damper)

Miscellaneous CAPS Updates
· Model HPR-330 best available lead time updated from 5 to 10 days.
· Heavy Duty Industrial Coatings: Any coated/painted dampers previously available with a 10-day QB have been moved to 15-day.  
· Series WD and BD Backdraft dampers: A correction to the sizing note displayed on the submittal and cut sheet has been updated. The note now states “Width and height furnished approximately 1/8 inch undersize.”
· Models FSDR-511, SSFSDR-511 Blade Indicator default: Selecting a closure device of RRL/OCI or TOR will now result in the blade indicator default as “Yes” on the configuration tab, consistent with other fire/smoke dampers. This change has no impact on pricing or configuration.
· Due to a redesign, the pressure settings for pressure relief access doors (PRAD and VRAD) have been updated to reflect our supplier’s available pressures.  As a result, previous selections may require the pressure setting to be re-selected. 
· Round damper axle material (HCDR/HBTR): Axle material may be substituted to 316 SS on some configurations due to material availability. A note about this material substitution has been added to CAPS reports and submittal documents. 
· The Pneumatic Accessory Only selections have been added to the CAPS reports.

Pricing Updates	
· Model FSDR true round fire/smoke and Model FBV face & bypass dampers: 50VA transformer list price has been updated to match the current pricing used on other dampers.
· Model VCDRM-53 round multi-blade control damper: NEMA4/4X enclosure list pricing has been updated to match the current pricing used on other dampers.






